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asy Round

(EN| Easy Round acoustic lamp is a functional and versatile light- Quickinfo
ing solution designed specifically for office environments. lIts SA m0l MA mO03 LA mO5 XLA mO7
design emphasizes simplicity and functionality while addressing SB W02 MB W04 LB W06 XLB mO8
both lighting and noise absorption needs. The lamp's construc- luminaire size 21000 21150 21450 21780
tion comprises two PET panels, which contribute to its thickness light source A @320x5/  @820x57  @450x70  2450x70
and help reduce ambient noise in the office environment. By ab- size B ©450x83 @450x83 @#600x83 ©@600x83
sorbing sound waves, the lamp assists in creating a quieter and UGR A — — — —
more conducive workspace. The high-quality lighting provided B <19 <19 <19 <19
by the Easy Round lamp is a significant feature. One notable as-
pect of the lamp's design is its flat horizontal structure. This de- Technical information
sign attribute allows the light to be distributed at a wide angle,
which can effectively illuminate a larger area. @ ﬁ ﬁ P20 >C9R|0 <ng9 5";"" ~230v| | b
system power A SM VIOW ~
 DE JISYS Easy Round Akustikleuchte ist eine funktionelle und viel- 11250\% :%
seitige Beleuchtungslésung, die speziell fur Buroumgebungen A LXL 08w ~
entwickelt wurde. Ihr Design betont Einfachheit und Funktiona- 132w ~2
litat und erfullt gleichzeitig die Anforderungen an Beleuchtung 136w ~3 S M L XL
und Geréuschdémmung..Die Konstrgkﬂon der Lampe besteht BSM igwg?zv\\//vfg\/v)\/) :% light distribution DOWN
aus zwei PET-Paneelen, die zu ihrer Dicke beitragen und helfen,
. . . . B L XL 4A8W (M4W L34W) ~2
den Umgebungslarm in der Biroumgebung zu reduzieren. Durch BOW (MSW vd2W) a3
die Absorption von Schallwellen tragt die Lampe dazu bei, einen luminous flux ASM L12001m 9 o o o o o ° o
ruhigeren und angenehmeren Arbeitsplatz zu schaffen. Die hohe 41800Im AS ‘% = ‘% s ‘53 g ‘3 SA
Lichtqualitat der Easy Round Lampe ist ein wichtiges Merkmal. +24001m M A
Ein bemerkenswerter Aspekt des Lampendesigns ist die flache A LXL iggig:m LA
horizontale Struktur. Dieses Designmerkmal erméglicht es, das ¢4320|rn; LA
Licht in einem weiten Winkel zu verteilen, wodurch ein gréerer B SM 39001m (11300 Im +26001m) (30W) ( ( ( (
Bereich effektiv beleuchtet werden kann. 5200Im (117001m +35001Im) (40W) o o o o
B LXL  6720Im (+1800Im +39401m) (48W) v v v v
8400Im (123001m +61001m) (60W) d/1000Im
light distribution - up B 95°
Create my unique code! light distribution - down A S M L XL 150°
2158-M-~-A-0-9-00-2- B SMLXL 95 S M L AL
luminous efficiency A S ML XL 120Im/W
B SM 1301Im/W
Example ARCHI felt B LXL  WOIm/W SB
. (o} o (o} o (o} (o}
Riausrz'd St::v‘:::d 4000K no frame cog;1§°1 electrical control S[A\IL/‘OFF :2 B 8 ‘ g = ‘ @ ¢ 8 g 3 ML E
T T " T T color temperature A S ML XL 3000K 03 7 \
2158 - 01 -2 -8-4-02-00 - 2 - archi1201 4000« 04 LB XN '
size SA DALI Iu!ninaire pendant 4000K 04 0°
white 9010 luminaire color A SMLXL whie P S S S S Ococio [ceo-c27o ©d/1000Im
B S ML XL black ® 01
white ® 02

o8 flexxica ARCHI felt ecoPET color palette @ archixxx flexxica 99

fabric color archixxx - choose color from page 302




ARCHI felt ecoPET 12 mm

Bl e high-quality PET sound panels are robust and durable, 3 HochwertigePET-Akustikplatten sind massiv, strapazierfahig,

with a slightly textured surface that can be washed. They have mit einer leichttextilen Oberflache, die gewaschen werden kann.
excellent sound-absorbing properties, are flame-resistant and Sie haben hervorragende Schallddmmeigenschaften, sind schwer
recyclable. entflammbar und kénnen recycelt werden.

1202 1203 1204
Concrete Mist Iron Anthracite

1209 1210 2n 1212 1213
Sapphire Emerald Pistachio Citrus Amber

1217 1218 1219 1220

Oat Clay Biscuit Milk

Special colors

1254 1255
Light Moss Green Softened Violet

1251 1252
Pastel Yellow Coral

1259 1261 1262 1263

Light Olive Light Gray Light Coral Rose Quartz
1267 1268 1269 1270 1274
Green-Blue Woodland Wasabi Golden Yellow Light Beige

ARCHI felt ecoPET properties

Measurements: 2800 mm x 1200 mm x 12 mm (gross size)
Flammability Class: B-s1,dO
Acoustic values

1214
Carmine

1256

Copper Brown

1264

Dark Cerulean

1275
Chocolate

1208
Azure

1215 216
Cayenne Charcoal

1257 1258
Dark Pink Pale Oyster

1265 1266
Light Blue Dark Turquoise

Mounting method Directly 50 mm 50 mm cavity + 100 mm cavity 100 mm cavity +
on the wall cavity 50 mm rockwool 100 mm rockwool

NRC (100-5000Hz) ~ O*° 0.75 0.95 0.80 1.00

aw (100-5000 H2) o oo 1.00 0.80 0.95

Acoustic Class b © A B A

Take a closer look at sustainably
manufactured ARCHIfelt ecoPET:

0/) is fire resistant to prevent the spread of fire
C

is made from recycled plastic bottles and is fully recyclable again

has a favorable sustainability profile (compared to glass and aluminum)

does not contain VOCs or formaldehyde binders

does not degrade, crumble or rot

&
&

¢ is durable and easy to clean

¢

--- provides excellent sound absorption properties

Guidelines for cleaning and maintenance of
materials used in flexxica luminaires.

To maintain the beautiful color and appearance of flexxica lighting fittings, we recommend gentle
vacuuming with a soft tip, preferably weekly.

EcoPET material

The ecoPET is made of 60% recycled PET bottles. It is straightforward to maintain, and stains can be
removed easily and hassle-free.

Cleaning: Never rub hard to remove a stain. Always use a clean white cotton cloth with a bit of
detergent.
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