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B e design of the Gamma Round lamp emphasizes small in- Quickinfo
dividual ecoPET ribs that converge to create a circular structure, GammaRound LA B O1 GammaRound XLA m 02
tapering at the top and widening towards the bottom, resulting GammaRoundLB W03 GammaRoundXLB MO04
in a broad light distribution angle. This design feature contributes luminaire size ©880x620 2MNS0x750
to an improved acoustic comfort experience. Gamma Round light source size A (320x57 245070
provides effective lighting for open workspaces, utilizing adjust- B ©450x83 2600x83
able brightness settings to meet the diverse needs of users. The system power A ﬂg\y\/\/é) ..12 %g\\;v\/ E(T) ~12
, . . ", . N ~ N2 ~
lamp's cwcu_\ar slhahpe enhaﬁces its ablhtly to cast a unn‘fom; and VOWHI o3 VEW L 3
encompassing light, creating an optimal environment for focus B 30W (TOWI21W)  m2 48W (M14W IB4W) a2
and collaboration. Integrated LED technology ensures energy ef- 40W (M12W L28W) a3 BOW (M18W L42W) w3
ficiency, underscoring its dedication to reducing environmental Juminous flux A 41200Im 133601m
]mpact. +18001Im +3840Im
+24001m +43201Im
B 3900Im (11300Im 6720Im (118001m
+26001m) (30W) 139401m) (48W)
52001Im (#17001m 8400Im (123001m
 DE [P Design der Gamma Round Leuchte betont die kleinen 135001m) (40W) +61001Im) 60W)
einzelnen ecoPET-Rippen, die zu einer kreisférmigen Struktur zu- UGR B <19 <19
sammenlaufen, die sich nach oben hin verjingt und nach unten
hin verbreitert, was zu einem breiten Lichtverteilungswinkel fuhrt. Technical information
Dieses Designmerkmal tragt zu einem verbesserten akustischen
Komfort bei. Gamma Round bietet eine effektive Beleuchtung fur @ ﬁ ﬁ P20 >09R|0 5°§M ~230v| | Sp
offene Arbeitsbereiche, wobei die Helligkeit an die unterschiedli-
chen Bedurfnisse der Benutzer angepasst werden kann. Die run-
de Form der Leuchte verbessert ihre Fahigkeit, ein gleichméliges light distribution A 150° 150° . “
und umfassendes Licht abzugeben, und schafft so eine optimale - down B 95° 95°
Umgebung fur konzentriertes Arbeiten und Zusammenarbeit. Die light distribution B 95° 96°
integrierte LED-Technologie sorgt fur Energieeffizienz und unter- —up
streicht das Engagement fur eine geringere Umweltbelastung. luminous A 120Im/W NO/1201m/W
efficiency B 130Im/W 1401Im/W
electrical control ON/OFF A9
DAL AS A B
color A 3000K 03 o 2
temperature 4000K 04 s light distribution light distribution
3500K o’/ DOWN UP & DOWN
B 3000K 03 30°
4000K Py
Example luminaire color B Dblack ® O]
ARCHI felt A B white ® 02
G tandard lor 1201 - -
Rir::::; s::w:: 3000K no frame coC‘:;ud fabric color ARCHI felt ecoPET color palette @ archixxx
archixxx — choose color
N ™ N ™ N from page 304 o
(o]
2162 -01-2-8-3-02-00 -2 - archil201 s 2
N N N2 N2 .
. . Create my unique code!
size L DALI luminaire pendant
white 2162-M-~-A-0-9-00-2-¢ Ococee mesocr '
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ARCHI felt ecoPET 12 mm

Bl e high-quality PET sound panels are robust and durable, 3 HochwertigePET-Akustikplatten sind massiv, strapazierfahig,

with a slightly textured surface that can be washed. They have mit einer leichttextilen Oberflache, die gewaschen werden kann.
excellent sound-absorbing properties, are flame-resistant and Sie haben hervorragende Schallddmmeigenschaften, sind schwer
recyclable. entflammbar und kénnen recycelt werden.

1202 1203 1204
Concrete Mist Iron Anthracite

1209 1210 2n 1212 1213
Sapphire Emerald Pistachio Citrus Amber

1217 1218 1219 1220

Oat Clay Biscuit Milk

Special colors

1254 1255
Light Moss Green Softened Violet

1251 1252
Pastel Yellow Coral

1259 1261 1262 1263

Light Olive Light Gray Light Coral Rose Quartz
1267 1268 1269 1270 1274
Green-Blue Woodland Wasabi Golden Yellow Light Beige

ARCHI felt ecoPET properties

Measurements: 2800 mm x 1200 mm x 12 mm (gross size)
Flammability Class: B-s1,dO
Acoustic values

1214
Carmine

1256

Copper Brown

1264

Dark Cerulean

1275
Chocolate

1208
Azure

1215 216
Cayenne Charcoal

1257 1258
Dark Pink Pale Oyster

1265 1266
Light Blue Dark Turquoise

Mounting method Directly 50 mm 50 mm cavity + 100 mm cavity 100 mm cavity +
on the wall cavity 50 mm rockwool 100 mm rockwool

NRC (100-5000Hz) ~ O*° 0.75 0.95 0.80 1.00

aw (100-5000 H2) o oo 1.00 0.80 0.95

Acoustic Class b © A B A

Take a closer look at sustainably
manufactured ARCHIfelt ecoPET:

0/) is fire resistant to prevent the spread of fire
C

is made from recycled plastic bottles and is fully recyclable again

has a favorable sustainability profile (compared to glass and aluminum)

does not contain VOCs or formaldehyde binders

does not degrade, crumble or rot

&
&

¢ is durable and easy to clean

¢

--- provides excellent sound absorption properties

Guidelines for cleaning and maintenance of
materials used in flexxica luminaires.

To maintain the beautiful color and appearance of flexxica lighting fittings, we recommend gentle
vacuuming with a soft tip, preferably weekly.

EcoPET material

The ecoPET is made of 60% recycled PET bottles. It is straightforward to maintain, and stains can be
removed easily and hassle-free.

Cleaning: Never rub hard to remove a stain. Always use a clean white cotton cloth with a bit of
detergent.
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