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electrical control ON / OFF		  ▲ 9
DALI		  ▲ 8

color temperature 3000 K		   3
4000 K		   4

� Square M 3500 K		   7
luminaire color black 9005		   01

white 9010		   02
fabric color� ARCHI felt ecoPET color palette	  archixxx

archixxx – choose color  
from page 304

Technical information

     
IP20

 
> 90

CRI  
SDCM 

3  
~230V

 
dip 

switch

Quickinfo
Pira  
Round M  
■ 01

Pira  
Round L  
■ 02

Pira  
Square M  
■ 03

Pira  
Square L  
■ 04

luminaire size Ø 893 × 144 Ø 1195 × 168 900 × 900 × 113 1195 × 1195 × 120
light source size Ø 320 × 57 Ø 600 × 83 320 × 320 × 57 594 × 594
system power ↓10 W LO	  1

↓15 W ST	  2
↓20 W HI	  3

30 W   2 
(↑9 W ↓21 W)
40 W   2 
(↑12 W ↓28 W)

↓10 W LO	  1
↓15 W ST	  2
↓20 W HI	  3

40 W   2

luminous flux 1200 lm
1800 lm
2400 lm

3900 lm 
(↑1300 lm 
↓2600 lm) 
(30 W)
5200 lm 
(↑1700 lm 
↓3500 lm) 
(40 W)

1200 lm
1800 lm
2400 lm

↓4512 lm

UGR — < 19 — < 19
luminous 
efficiency

110 lm/W 140 lm/W 120 lm/W 114 lm/W

light distribution 
– up

95°

light distribution 
– down

150° 95° 150° 90°

Create my unique code!
Pira Round	 2174 – ■ –  – ▲ –  –  – 00 – 3 – 

Pira Square	 2175 – ■ –  – ▲ –  –  – 00 – 2 – 

Example

 2174  –  01  –  2  –  9  –  3  –  02  –  00  –  3  –  archi1201
↓

ON / OFF
↓

luminaire 
white 9010

↓
pendant 

up & down

standard 
power

↑
3000 K

↑
no frame

↑

ARCHI felt 
color 1201  

Cloud

↑

Pira 
Round

↑

↓
size M

7474
PET 

BOTTLES
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SURFACE

up to

2.8 m2.8 m22
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C0-C180 C90-C270 cd/1000lm

SQUARE

light distribution 
UP & DOWN

300

225

150

75

300

225

150

75
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0°
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30°

60°
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150°150°

C0-C180 C90-C270 cd/1000lm
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 Pira
EN   Acoustic Pira is a modern ceiling lamp with a bold architec-
tural shape, available in two versions: oval and rounded-square. 
Its layered PET felt body enhances sound absorption, improving 
acoustic comfort in offices, meeting rooms, and coworking spac-
es. Made from recycled materials, the lamp combines durability 
with eco-conscious design. Its clean silhouette fits seamlessly 
into minimal and contemporary interiors.

DE   Acoustic Pira ist eine moderne Deckenleuchte mit markanter, 
architektonischer Form – erhältlich in ovaler oder abgerundeter, 
quadratischer Ausführung. Die mehrlagige Struktur aus PET-Filz 
verbessert deutlich die Raumakustik und eignet sich ideal für Bü-
ros, Besprechungsräume und Coworking-Bereiche. Das recycel-
te Material steht für Nachhaltigkeit und Langlebigkeit, während 
das klare Design perfekt in moderne Innenräume passt.
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is durable and easy to clean

does not degrade, crumble or rot

is fire resistant to prevent the spread of fire

provides excellent sound absorption properties

does not contain VOCs or formaldehyde binders

is made from recycled plastic bottles and is fully recyclable again

has a favorable sustainability profile (compared to glass and aluminum)

To maintain the beautiful color and appearance of flexxica lighting fittings, we recommend gentle
vacuuming with a soft tip, preferably weekly.
EcoPET material
The ecoPET is made of 60% recycled PET bottles. It is straightforward to maintain, and stains can be
removed easily and hassle-free.
Cleaning: Never rub hard to remove a stain. Always use a clean white cotton cloth with a bit of
detergent.

Take a closer look at sustainably
manufactured ARCHIfelt ecoPET:

VOCs

Guidelines for cleaning and maintenance of
materials used in flexxica luminaires.

Measurements: 2800 mm × 1200 mm × 12 mm (gross size)
Flammability Class: B-s1,d0
Acoustic values

Mounting method Directly 
on the wall
0.40

0.25

D

50 mm 
cavity
0.75

0.60

C

NRC (100–5000 Hz)

aw (100–5000 Hz)

Acoustic Class

50 mm cavity +
50 mm rockwool

0.95

1.00

A

0.80

0.80

B

100 mm cavity 100 mm cavity +
100 mm rockwool

1.00

0.95

A

1217 
Oat

1201
Cloud

1209 
Sapphire

1259 
Light Olive

1251 
Pastel Yellow

1267 
Green-Blue

1218
Clay

1260
Khaki

1252
Coral

1210 
Emerald

1202 
Concrete

1268 
Woodland

1203
Mist

1253
Mint

1219 
Biscuit

1211 
Pistachio

1269 
Wasabi

1261 
Light Gray

1204 
Iron

1220 
Milk

1212 
Citrus

1262 
Light Coral

1270 
Golden Yellow

1254 
Light Moss Green

1213 
Amber

1205 
Anthracite

1274 
Light Beige

1263 
Rose Quartz

1255 
Softened Violet

1206 
Ice

1214 
Carmine

1275 
Chocolate

1264 
Dark Cerulean

1256 
Copper Brown

1207 
Ocean

1215 
Cayenne

1257 
Dark Pink

1265 
Light Blue

1208
Azure

1216 
Charcoal

1258 
Pale Oyster

1266 
Dark Turquoise

Special colors

ARCHI felt ecoPET properties 

ARCHI felt ecoPET 12 mm
EN  DE       The high-quality PET sound panels are robust and durable,
with a slightly textured surface that can be washed. They have
excellent sound-absorbing properties, are flame-resistant and
recyclable.

     HochwertigePET-Akustikplatten sind massiv, strapazierfähig,
mit einer leichttextilen Oberfläche, die gewaschen werden kann.
Sie haben hervorragende Schalldämmeigenschaften, sind schwer
entflammbar und können recycelt werden.


	d6fb07712d0c060d8868ca3fe6d7051b84048d6d77571288941b9a717c2b4fdd.pdf
	flexxica wzornik ecoPET A4.pdf


