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light distribution – up 115°
light distribution – down 60°
luminous efficiency 145 lm/W
electrical control ON / OFF	 ▲ 9

DALI	 ▲ 8
color temperature tunable white (3000 K – 6000 K)	  9
life time L80 (B10) 50,000 H
luminaire color black 9005

fabric color
ARCHI felt ecoPET color palette	  archixxx
archixxx – choose color  
from page 302

Technical information

   
IP20

 
> 80

CRI  
< 6
UGR  

SDCM 

3  
~230V

Quickinfo
Futou S  ■ 01 Futou M  ■ 02 Futou L  ■ 03

luminaire size Ø 800 × 620 Ø 1040 × 450 Ø 1350 × 320
light source size Ø 655 Ø 905 Ø 1205
system power ↑36 W ↓24 W ↑48 W ↓32 W ↑72 W ↓48 W
luminous flux ↑5900 lm   

↓3100 lm
↑7400 lm   
↓4200 lm

↑11400 lm   
↓6000 lm

UGR < 6 < 6 < 6

Create my unique code!
2171 – ■ – 2 – ▲ –  – 01 – 00 – 3 – 

Example

 2171  –  01  –  2  –  9  –  9  –  01  –  00  –  3  –  archi1201
↓

ON / OFF
↓

luminaire  
black 9005

↓
pendant 

up & down

standard 
power

↑

tunable 
white

↑
no frame 

↑

ARCHI felt 
color 1201  

Cloud

↑
Futou

↑

↓
size S

228228
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 Futou 
EN    With its bold architectural structure and flowing radial sym-
metry, the Futou luminaire captivates with both its sculptural 
presence and acoustic performance. Designed to  define and 
enhance open interior spaces, it features a  dynamic composi-
tion of vertical acoustic blades made from sustainable ecoPET 
felt, a material known for its high sound absorption properties. 
Available in three sizes: Ø 800, 1040 and 1350 mm, Futou adapts 
seamlessly to a variety of interior layouts, from collaborative zones 
to social hubs and hospitality settings. Its low UGR < 6 ensures 
exceptional visual comfort, even in high-traffic areas.

DE    Mit ihrer kühnen architektonischen Struktur und fließenden 
radialen Symmetrie besticht die Leuchte Futou sowohl durch 
ihre skulpturale Präsenz als auch durch ihre akustische Leistung. 
Sie wurde entwickelt, um offene Innenräume zu definieren und 
aufzuwerten. Sie zeichnet sich durch eine dynamische Komposi-
tion vertikaler Akustiklamellen aus nachhaltigem ecoPET-Filz aus, 
einem Material, das für seine hohe Schallabsorption bekannt ist. 
Futou ist in drei Größen (Ø 800, 1040 und 1350 mm) erhältlich 
und fügt sich nahtlos in eine Vielzahl von Raumkonzepten ein 
– von Gemeinschaftsbereichen über soziale Treffpunkte bis hin 
zum Gastgewerbe. Ihr niedriger UGR-Wert < 6 sorgt für außerge-
wöhnlichen Sehkomfort, selbst in stark frequentierten Bereichen.
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is durable and easy to clean

does not degrade, crumble or rot

is fire resistant to prevent the spread of fire

provides excellent sound absorption properties

does not contain VOCs or formaldehyde binders

is made from recycled plastic bottles and is fully recyclable again

has a favorable sustainability profile (compared to glass and aluminum)

To maintain the beautiful color and appearance of flexxica lighting fittings, we recommend gentle
vacuuming with a soft tip, preferably weekly.
EcoPET material
The ecoPET is made of 60% recycled PET bottles. It is straightforward to maintain, and stains can be
removed easily and hassle-free.
Cleaning: Never rub hard to remove a stain. Always use a clean white cotton cloth with a bit of
detergent.

Take a closer look at sustainably
manufactured ARCHIfelt ecoPET:

VOCs

Guidelines for cleaning and maintenance of
materials used in flexxica luminaires.

Measurements: 2800 mm × 1200 mm × 12 mm (gross size)
Flammability Class: B-s1,d0
Acoustic values

Mounting method Directly 
on the wall
0.40

0.25

D

50 mm 
cavity
0.75

0.60

C

NRC (100–5000 Hz)

aw (100–5000 Hz)

Acoustic Class

50 mm cavity +
50 mm rockwool

0.95

1.00

A

0.80

0.80

B

100 mm cavity 100 mm cavity +
100 mm rockwool

1.00

0.95

A

1217 
Oat

1201
Cloud

1209 
Sapphire

1259 
Light Olive

1251 
Pastel Yellow

1267 
Green-Blue

1218
Clay

1260
Khaki

1252
Coral

1210 
Emerald

1202 
Concrete

1268 
Woodland

1203
Mist

1253
Mint

1219 
Biscuit

1211 
Pistachio

1269 
Wasabi

1261 
Light Gray

1204 
Iron

1220 
Milk

1212 
Citrus

1262 
Light Coral

1270 
Golden Yellow

1254 
Light Moss Green

1213 
Amber

1205 
Anthracite

1274 
Light Beige

1263 
Rose Quartz

1255 
Softened Violet

1206 
Ice

1214 
Carmine

1275 
Chocolate

1264 
Dark Cerulean

1256 
Copper Brown

1207 
Ocean

1215 
Cayenne

1257 
Dark Pink

1265 
Light Blue

1208
Azure

1216 
Charcoal

1258 
Pale Oyster

1266 
Dark Turquoise

Special colors

ARCHI felt ecoPET properties 

ARCHI felt ecoPET 12 mm
EN  DE       The high-quality PET sound panels are robust and durable,
with a slightly textured surface that can be washed. They have
excellent sound-absorbing properties, are flame-resistant and
recyclable.

     HochwertigePET-Akustikplatten sind massiv, strapazierfähig,
mit einer leichttextilen Oberfläche, die gewaschen werden kann.
Sie haben hervorragende Schalldämmeigenschaften, sind schwer
entflammbar und können recycelt werden.
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