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Create my unique code!
2122 – 00 –  – ▲ –  –  – 00 – 3 – 

light distribution – up 95°
light distribution – down 95°
luminous efficiency 130 lm/W
electrical control ON / OFF	 ▲ 9

DALI	 ▲ 8
color temperature 3000 K	  3

4000 K	  4
luminaire color black	  01

white	  02
fabric color� ARCHI felt ecoPET color palette	  archixxx

archixxx – choose color  
from page 302

Quickinfo
luminaire size Ø 1200 × 140
light source size Ø 450 × 83
system power 30 W  (↑9 W  ↓21 W)	  2

40 W  (↑12 W  ↓28 W)	  3
luminous flux 3900 lm  (↑1300 lm  ↓2600 lm)  (30 W)

5200 lm  (↑1700 lm  ↓3500 lm)  (40 W)
UGR < 19
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C0-C180 C90-C270 cd/1000lm

EN   Sikt is named after a Swedish word that is a play on the mean-
ing of visibility and structure. The large size and detailed surface 
give this lamp excellent acoustic performance. When placed in 
a busy environment, it reduces ambient noise and creates com-
fortable working conditions. Perfect for conference rooms. It is 
made from ecoPET – synthetic felt panels manufactured from 
recycled PET bottles. It is delicate and soft to touch. ecoPET is 
non-flammable, very durable, and easy to maintain. It is created 
from recycled material and is possible to be recycled again. The 
product features a  maintenance-free and energy-efficient light 
fitting. It is shipped fully assembled. The packaging features no 
plastic and is fully recyclable.

DE   Sikt ist nach einem schwedischen Wort benannt, das mit 
der Bedeutung von Sichtbarkeit und Struktur spielt. Die Größe 
und die detaillierte Oberfläche verleihen dieser Lampe eine her-
vorragende akustische Leistung. Wenn es in einer geschäftigen 
Umgebung aufgestellt wird, reduziert es Umgebungsgeräusche 
und schafft angenehme Arbeitsbedingungen. Perfekt für Konfe-
renzräume. Es besteht aus ecoPET – synthetischen Filz, das aus 
recycelten PET-Flaschen hergestellt wird. Es ist zart und fühlt sich 
weich an. ecoPET ist nicht brennbar, sehr langlebig und pfle-
geleicht. Es wird aus recyceltem Material hergestellt und kann 
wieder recycelt werden. Das Produkt zeichnet sich durch eine 
wartungsfreie und energieeffiziente Leuchte aus. Es wird fertig 
montiert versendet. Die Verpackung ist plastikfrei und vollständig 
recycelbar.
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is durable and easy to clean

does not degrade, crumble or rot

is fire resistant to prevent the spread of fire

provides excellent sound absorption properties

does not contain VOCs or formaldehyde binders

is made from recycled plastic bottles and is fully recyclable again

has a favorable sustainability profile (compared to glass and aluminum)

To maintain the beautiful color and appearance of flexxica lighting fittings, we recommend gentle
vacuuming with a soft tip, preferably weekly.
EcoPET material
The ecoPET is made of 60% recycled PET bottles. It is straightforward to maintain, and stains can be
removed easily and hassle-free.
Cleaning: Never rub hard to remove a stain. Always use a clean white cotton cloth with a bit of
detergent.

Take a closer look at sustainably
manufactured ARCHIfelt ecoPET:

VOCs

Guidelines for cleaning and maintenance of
materials used in flexxica luminaires.

Measurements: 2800 mm × 1200 mm × 12 mm (gross size)
Flammability Class: B-s1,d0
Acoustic values

Mounting method Directly 
on the wall
0.40

0.25

D

50 mm 
cavity
0.75

0.60

C

NRC (100–5000 Hz)

aw (100–5000 Hz)

Acoustic Class

50 mm cavity +
50 mm rockwool

0.95

1.00

A

0.80

0.80

B

100 mm cavity 100 mm cavity +
100 mm rockwool

1.00

0.95

A

1217 
Oat

1201
Cloud

1209 
Sapphire

1259 
Light Olive

1251 
Pastel Yellow

1267 
Green-Blue

1218
Clay

1260
Khaki

1252
Coral

1210 
Emerald

1202 
Concrete

1268 
Woodland

1203
Mist

1253
Mint

1219 
Biscuit

1211 
Pistachio

1269 
Wasabi

1261 
Light Gray

1204 
Iron

1220 
Milk

1212 
Citrus

1262 
Light Coral

1270 
Golden Yellow

1254 
Light Moss Green

1213 
Amber

1205 
Anthracite

1274 
Light Beige

1263 
Rose Quartz

1255 
Softened Violet

1206 
Ice

1214 
Carmine

1275 
Chocolate

1264 
Dark Cerulean

1256 
Copper Brown

1207 
Ocean

1215 
Cayenne

1257 
Dark Pink

1265 
Light Blue

1208
Azure

1216 
Charcoal

1258 
Pale Oyster

1266 
Dark Turquoise

Special colors

ARCHI felt ecoPET properties 

ARCHI felt ecoPET 12 mm
EN  DE       The high-quality PET sound panels are robust and durable,
with a slightly textured surface that can be washed. They have
excellent sound-absorbing properties, are flame-resistant and
recyclable.

     HochwertigePET-Akustikplatten sind massiv, strapazierfähig,
mit einer leichttextilen Oberfläche, die gewaschen werden kann.
Sie haben hervorragende Schalldämmeigenschaften, sind schwer
entflammbar und können recycelt werden.
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