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Create my unique code!
2150 – ■ –  – ▲ –  –  – 00 – 2 – 

Example

 2150  –  01  –  2  –  8  –  3  –  01  –  00  –  2  –  archi1201
↓

size S
↓

DALI
↓

luminaire  
black 9005

↓
pendant

standard 
power

↑
3000 K

↑
no frame

↑

ARCHI felt 
color 1201 

Cloud

↑
Zen

↑

Quickinfo
Zen S  ■ 01 Zen M  ■ 02 Zen L A  ■ 03 Zen L B  ■ 04

luminaire size Ø 550 × 550 Ø 760 × 400 Ø 960 × 620 Ø 960 × 620
light source size Ø 140 × 162 Ø 140 × 162 Ø 320 × 57 Ø 600 × 83
system power ↓15 W ST	  2

↓23 W HI	  3
↓15 W ST	  2
↓23 W HI	  3

↓10 W LO	  1
↓15 W ST	  2
↓20 W HI	  3

48 W	  2
(↑14W ↓34W)
60 W	  3
(↑18W ↓42W) 

luminous flux ↓1077 lm
↓1508 lm

↓1077 lm
↓1508 lm

↓1200 lm
↓1800 lm
↓2400 lm

6720 lm 
(↑1800 lm 
↓3940 lm) 
(48 W)
8400 lm 
(↑2300 lm 
↓6100 lm) 
(60 W)

UGR < 19 < 19 < 19
light distribution 
– up

95°

light distribution 
– down

40° 40° 150° 95°

luminous 
efficiency

74 lm/W 74 lm/W 120 lm/W 140 lm/W

electrical control ON / OFF	 ▲ 9
DALI	 ▲ 8

color temperature 3000 K	  3
3500 K (L A)	  7
4000 K	  4

luminaire color black  (S / M / L B)	  01

white	  02
fabric color ARCHI felt ecoPET color palette	  archixxx

archixxx – choose color  
from page 302

Technical information
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C0-C180 C90-C270 cd/1000lm

light distribution 
DOWN

S / M
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 Zen
EN   Zen acoustic luminaire is a  family of four ribbed shape of-
fice lamps made of sound-absorbing material designed to pro-
vide both functional lighting and acoustic benefits in an office 
or workspace setting. The lampshade features a series of parallel 
ridges, which not only give it a distinctive and modern look but 
also serve to diffuse the light and reduce glare. The lampshade 
is made from a  sound-absorbing material composed of recy-
cled PET bottles. This material helps to reduce ambient noise in 
the office by absorbing sound waves and preventing them from 
bouncing off hard surfaces.

Acoustic Zen, the ribbed shape office lamp made of sound-ab-
sorbing material, is a stylish and eco-friendly lighting solution that 
can help to create a more comfortable and productive workspace.

DE   Die Zen-Akustikleuchte ist eine Familie von vier gerippten 
Bürolampen aus schallabsorbierendem Material, die sowohl funk-
tionale Beleuchtung als auch akustische Vorteile in einem Büro- 
oder Arbeitsbereich bieten. Der Lampenschirm weist eine Reihe 
paralleler Rippen auf, die ihm nicht nur ein unverwechselbares und 
modernes Aussehen verleihen, sondern auch dazu dienen, das 
Licht zu streuen und Blendung zu reduzieren. Der Lampenschirm 
besteht aus einem schallabsorbierenden Material aus recycelten 
PET-Flaschen. Dieses Material trägt dazu bei, Umgebungsgeräu-
sche im Büro zu reduzieren, indem es Schallwellen absorbiert und 
verhindert, dass sie von harten Oberflächen abprallen.

Acoustic Zen, die gerippte Bürolampe aus schallabsorbierendem 
Material, ist eine stilvolle und umweltfreundliche Beleuchtungs-
lösung, die dazu beitragen kann, einen komfortableren und pro-
duktiveren Arbeitsplatz zu schaffen.
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is durable and easy to clean

does not degrade, crumble or rot

is fire resistant to prevent the spread of fire

provides excellent sound absorption properties

does not contain VOCs or formaldehyde binders

is made from recycled plastic bottles and is fully recyclable again

has a favorable sustainability profile (compared to glass and aluminum)

To maintain the beautiful color and appearance of flexxica lighting fittings, we recommend gentle
vacuuming with a soft tip, preferably weekly.
EcoPET material
The ecoPET is made of 60% recycled PET bottles. It is straightforward to maintain, and stains can be
removed easily and hassle-free.
Cleaning: Never rub hard to remove a stain. Always use a clean white cotton cloth with a bit of
detergent.

Take a closer look at sustainably
manufactured ARCHIfelt ecoPET:

VOCs

Guidelines for cleaning and maintenance of
materials used in flexxica luminaires.

Measurements: 2800 mm × 1200 mm × 12 mm (gross size)
Flammability Class: B-s1,d0
Acoustic values

Mounting method Directly 
on the wall
0.40

0.25

D

50 mm 
cavity
0.75

0.60

C

NRC (100–5000 Hz)

aw (100–5000 Hz)

Acoustic Class

50 mm cavity +
50 mm rockwool

0.95

1.00

A

0.80

0.80

B

100 mm cavity 100 mm cavity +
100 mm rockwool

1.00

0.95

A

1217 
Oat

1201
Cloud

1209 
Sapphire

1259 
Light Olive

1251 
Pastel Yellow

1267 
Green-Blue

1218
Clay

1260
Khaki

1252
Coral

1210 
Emerald

1202 
Concrete

1268 
Woodland

1203
Mist

1253
Mint

1219 
Biscuit

1211 
Pistachio

1269 
Wasabi

1261 
Light Gray

1204 
Iron

1220 
Milk

1212 
Citrus

1262 
Light Coral

1270 
Golden Yellow

1254 
Light Moss Green

1213 
Amber

1205 
Anthracite

1274 
Light Beige

1263 
Rose Quartz

1255 
Softened Violet

1206 
Ice

1214 
Carmine

1275 
Chocolate

1264 
Dark Cerulean

1256 
Copper Brown

1207 
Ocean

1215 
Cayenne

1257 
Dark Pink

1265 
Light Blue

1208
Azure

1216 
Charcoal

1258 
Pale Oyster

1266 
Dark Turquoise

Special colors

ARCHI felt ecoPET properties 

ARCHI felt ecoPET 12 mm
EN  DE       The high-quality PET sound panels are robust and durable,
with a slightly textured surface that can be washed. They have
excellent sound-absorbing properties, are flame-resistant and
recyclable.

     HochwertigePET-Akustikplatten sind massiv, strapazierfähig,
mit einer leichttextilen Oberfläche, die gewaschen werden kann.
Sie haben hervorragende Schalldämmeigenschaften, sind schwer
entflammbar und können recycelt werden.
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